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Recessed Mount License Plate Window Mount

QUICK FACTS

▪ Made in the USA
▪ 24 4 Watt Cree LEDs
▪ Cable length: 1 foot
▪ Waterproof IP67 rated for 
protection against any elements
▪ Black aluminum housing provides 
structural reinforcement
▪ Clear-coated polycarbonate lens: 
anti-cracking & anti-yellowing
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Quad Surface Mount
feniex.com/surface-mount/quad

SPECIFICATIONS

QUAD
SURFACE MOUNT

PART NUMBER: QSM-8101

Voltage 10-18 Volts DC

Current Draw 1 Amp

Dimensions 0.88” x 1.7” x 5.22”

Warranty 5 years

KEY FEATURES

▪ 15-programmable Color Settings: Single, Dual, Tri 
& Quad
▪ Syncs with T3, Cannon, Mirror Puck, FSM
▪ 3 user programmable modes
▪ Flood mode pattern capable
▪ Cruise mode pattern capable
▪ Stop, turn & tail pattern capable
▪ 60° optical light spread for off-axis visibility
▪ SAE, CT13, KKK, NFPA & ECE R65 Class 1 certified
▪ 4-mounting options: L-bracket, Rotating, Hood, 
Recessed, License Plate & Window Mount
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